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irflow Characteristics Specifications
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LA-60B LA-60B LA-80B
B Rated Pres§ure 1 0.015MPa (2.13 psig) N Power Supply AG 120V, 220V, 230V, 240V i
B § % ] } — ] Rated Frequency 50 Hz, 60 Hz |
B I N » Rated Pressure | 0.015 MPa {0.15kgfler), 0.15 bar or 2.13 psig
L oy i;‘ NI . Rated Airflow 604 /min {2.12cfm} | 80 /min {2.83 cfm}
! gg 50HZJ;/ . Power 64 W /50 Hz 86 W /50 Hz
- £ | 5 . Consumption 60 W /60 Hz 80W /60 Hz H
o o . W ltion Weight 5.0kg {11 Ibs} 53kg {11.7 Ibs)
1.42 213 2.84 355 [psig]
[ Discharge I — | || T Life expectancy is the expected accumulated period of time during which the compressor will ||
pressuré maintain the above specifications. Contact your supplier for details of the conditions of use
under which the values and numbers stated herein are maintained.

] T Application Examples
LA-80B

Rated Pressure : 0.15 bar (2.13 psig) ‘ ‘
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0.1 0.15 0.2 0.25 [kgf/em’]
L Disch 1.42 213 2.84 3.55 [psig] ‘
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sketch Drawing and Mounting Dimensions Diagram (mm)
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