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ez Rated Pressure 0.015 MPa {0.15 kgf/cri} | 0.15 bar | 2.13 psig
— 25 99 v Rated Airflow 40 £ /min 1.41 cfm i

Rated Voltage 115V, AC or 230V, AC

20 % 50Hz Maximum Pressure | 0.035 MPa {0.35 kgflori} | 0.35 bar | 498 psig
1 50 . Power Consumption 52W or 58W [

15 Acﬁ\§ Rated Frequency 60 Hz or 50 Hz

60Hz| L Life Expectancy 10,000 hours
1 fro \ N Outlet 1SO Re 1/4 (female threaded) Il
20, Duty Cycle Continuous
| éo.s o i Coil Insulation Class E or its equivalent (JETL) or B for UL |
< Mounting Dimensions 68 (L) x 84 (W) mm
° 0.01 0.02 0.03 0.04 0.05 (MPa) Gross Weight 3kg 6.6 Lbs.
0.1 0.2 0.3 0.4 0.5 (kgffer) -

[ é 1 z 3 J; 5 (psig) | | | Leadwire Length 250 mm or 350 mm | 9-13/16" for 115V ||
Discharge— * Life expectancy is the expected accumulated period of time during which the compressor will
pressure maintain the above specifications. Contact your supplier for details of the conditions of use

under which the values and numbers stated herein are maintained.
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Discharge Air Blaster for Bandsaw Clean Room Ventilation
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