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Airflow & Electric Current Specifications
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; f ot (SI) (EURO)  (US.A)
R Airflow Characteristics R Rated Pressure 0.1 MPa {10 kfiori} | 1.0 bar 142 psig
aVE £ Rated Airflow 1.0 L/min *! 0.035 cfm =
J 4 0.141
Rated Voltage 12V DC
Maximum Pressure | 0.12MPa{12kgeri} | 1.2bar |  17.1 psig
[ 3 0.106 Current (Mean Value) 0.74A ||
Life Expectancy 5,000 hours ( MTTF )
|| 5 0.071 Outlet 4.7 mm O.D. hose barb ||
Duty Cycle Continuous
\ Coil Insulation Class A orits equivalent
oz ! \ 0-035 Mounting Dimensions 76 mm(L) x 70 mm(W) 3"(L) x 2-3/4” (W) |
E N Gross Weight 0.91 kg 2.01 Lbs.
0 13, ”
0 0.02 0.04 0.06 0.08 0.1 0.12 014  0.16 (MPa) Leadwire Length 300 mm 1-"he
— 02 0.4 0.6 0.8 1.0 1.2 14 1.6 (kgf/cnf) — 1. Air displacement at rated pressure. —
2.84 5.69 8.53 11.37 14.21 17.05 19.89  22.73 (psig) M . -
Discharge pressure — Please read the page of “How to Use This Catalog” first for correct use of compressors and pumps.
- Current Characteristics ! ! ! ! ! ‘ ‘
z B General Conditions
- 1.2 . . _
Ambient Temperature: 0 ~40°C
1.0 Ambient Humidity: 30 ~ 85%
RN Fluid: Air
. 08 [ _
/ E——
06 -
| E_os M Applications
=
§§ 02 Medical equipment, analyzers, etc.
. § §
E\E, 0 0.02 0.04 0.06 0.08 0.1 0.12 0.14 0.16 (MPa)
0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 (kgf/eni)
2.84 5.69 8.53 11.37 14.21 17.05 19.89  22.73(psig)

Discharge pressure —

LABEL

Heavy duty rubber feet available on request.
To prevent drop damage when located within
portable devices.
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Airflow & Electric Current Specifications
‘ ‘ i \ \ \ \ \ \ ‘ i ‘ i \ \ \ \ \
. L (sl) (EURO)  (U.SA)
~ Airflow Characteristics - Rated Pressure 0.1 MPa {10 kgfiori} | 1.0 bar 142 psig
— A E 5 Rated Airflow 1.0 L/min*1 0.035 cfm m
34 0.141
= Rated Voltage 24V DC
Maximum Pressure | 0.12MPa{12kgferi} | 1.2bar |  17.1 psig
[ 3 0.106 Current (Mean Value) 0.27A ||
Life Expectancy 5,000 hours ( MTTF )
|| 5 0071 Outlet 4.7 mm O.D. hose barb ||
Duty Cycle Continuous
\ Coil Insulation Class A or its equivalent
- ! ‘\ 0.085 Mounting Dimensions 76 mm(L) x 70 mm(W) 3'(L) x 2-8/4"(W) |
E N Gross Weight 0.91 kg 2.01 Lbs.
0 o Leadwire Length 300 mm 11-1%/16”
0.02 0.04 0.06 0.08 0.1 0.12 014  0.16 (MPa)
i 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 (kgf/cm') — 2% 1: Air displacement at rated pressure. —
Di 284 569 8.53 11.37 14.21 17.05 1989 22.73(psig) Please read the page of “How to Use This Catalog” first for correct use of compressors and pumps.
lscharge pressure

Current Characteristics \ \ \ \ w w \
B General Conditions

Ambient Temperature: 0 ~40°C

<
- 0.6 —
05 Ambient Humidity: 30 ~ 85%
N Fluid: Air
1 0.4 \ — —
0.3
= . .
2 o M Applications
p=ao)
53 . .
§§ 01 Medical equipment, analyzers, etc.
= C
| 5§
m= 0 0.02 0.04 0.06 0.08 0.1 0.12 0.14 0.16 (MPa)
0.2 0.4 0.6 0.8 1.0 12 1.4 1.6 (kgf/em)
2.84 5.69 8.53 11.37 14.21 17.05 19.89  22.73(psig)

— Discharge pressure

LABEL

Heavy duty rubber feet available on request. etch Drawing and
To prevent drop damage when located within
portable devices.
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