NITTO KOHKI CO., LTD.  Rev.01

Compressor\] JVacuum

or0102

Airflow Characteristics : (S (EURO) _(US.A)
L z 8 T 0.283F Attainable Vacuum -26.7 kPa {-200 mmHg} |-267 mbar| -7.87 in.Hg ||
£ : & Free Air Displacement 5.0 £ /min 0.177 cfm
- Rated Voltage 12V DC
L 6 0.212 Maximum Pressure 0.045 MPa(O.45kg/cm2)| 0.45 bar | 6.4 psig ||
A Maximum Current 07A
Rated Operating Time Continuous
L 4 H 0141 Working -26.7kPa~0.045 MPa |-267 mbar~| -7.87 in.Hg ~ |
: Pressure Range {-200mmHg~0.45kg/cm?} | 0.45 bar 6.4 psig
, : 0ort Life Expectancy 5000 hours
L= g ’ Inlet and Outlet 6 mm O.D. straight nipple |
2 Coil Insulation Class E or its equivalent (JETL)
< o / \ 0 Mounting Dimensions | 50 mm(L) x 30 mm(W) 1-%Y5"(L) x 1- 346" (W)
(kPa) -40.0 -33.3 -267 -20.0 -133 -67 0 001 0.02 003 004 005 (MP; i
|  (mmHg) 300 -250 -200 -150 -100 -50 01 02 03 04 05 zkgf/iu)n‘) e Gross We|ght 0.25 kg 0.55 Lbs. L
(psig) -5.80 -4.84 -3.87 -2.90 -1.93 -0.97 142 284 427 569 711  (psig) Leadwire Length 400 mm 15-%,"
(inHg) -11.8 -9.84 -7.87 -591 -3.94 -1.97
AN T —— Please read the page of “How to Use This Catalog” first for correct use of compressors and pumps.
Vacuum Discharge pressure
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(kPa) -400 -33.3 267 20.0 -133 -67 001 002 003 004 005 (MPa)
(mmHg) -300 -250 -200 -150 -100 -50 01 02 03 04 05 (kgtfm)
(psig) -5.80 -4.84 -3.87 290 -1.93 -097 142 284 427 569 7.1 (psig)
(inHg) -11.8 -9.84 -7.87 591 -3.94 -197 LA . . .
AN —— Removal of micromachining chips
Vacuum Discharge pressure
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Insulated rubber feet




