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Vacuum*
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Airflow Characteristics (Sh (EURO) _(U.S-A)
L] = B Attainable Vacuum -50.7 kPa {-380 mmHg} |-507 mbar| -15in.Hg
§ 02123 Free Air Displacement 4.0 £ /min 0.141 cfm
S 6 .
Rated Voltage 12V DC
— S Maximum Pressure 0.08 MPa{0.8 kg/cm?} |0.8bar | 11.4 psig
/ Maximum Current 0.7A
¢ / \ o141 Rated Operating Time Continuous
— " Working -50.7kPa~0.08 MPa -507 mbar~| -15in.Hg~
Pressure Range {-380 mmHg-~0.8 kg/cm?} | 0.8 bar 11.4 psig
2 0.071 Life Expectancy 3000 hours
I \ Inlet and Outlet 6 mm O.D. hose nipple
é Coil Insulation Class E or its equivalent (JETL)
< 0 0 Mounting Dimensions | 50 mm(L) x 30 mm(W) 112" (L) x 1-2h¢’(W)
(kPa) -66.7 -53.3 -400 -267 -133 O 002 004 006 008 0.10 MP: -
licE I B 20 =
psig) -9. 7. -5. -3. K . X X . . i i 3/,
(nHg) -197 157 118 787 -394 (psig) Leadwire Length 400 mm 15-%
~ Please read the page of “How to Use This Catalog” first for correct use of compressors and pumps.
Vacuum Discharge pressure
Current Characteristics
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(kPa) -66.7 -53.3 -400 -267 -133 0 002 004 006 008 010  (MPa)
(mmHg) -500 -400 -300 -200  -100 02 04 06 08 1.0 (kgt/eri)
(psig) -0.67 -7.74 -580 -387 -1.93 284 569 853 114 142  (psig) )
(nHg) -19.7 -157 -11.8 -7.87 -3.94 Vacuum pick up and Removal of
N Vacuum Discharge pressure place devices for CD &‘ DVD micromachining chips
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DPo 1 02 H-xz (12v DC) ;
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Airflow Characteristics

0.212

0.141

0.283F

(cfi

(Sl) (EURO)  (U.S.A)
Free Air Displacement 4.0 £ /min | 0.141 cfm L
Rated Voltage 12V DC
Maximum Pressure | 0.08 MPa{0.8kg/em?} | 0.8bar | 11.4 psig
Maximum Current 07A L
Rated Operating Time Continuous
Working Pressure Range {0~0.08 MPa{0~0.8kg/cm?} | 0~0.8 barl 0~11.4 psig
Life Expectancy 3000 hours [

Inlet and Outlet

6 mm O.D. hose nipple
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Insulation rubber feet

0.071 Coil Insulation Class E or its equivalent (JETL)
z \ Mounting Dimensions | 50 mm(L) x 30 mm(W) 122" (L) x 1-36’(W) |
E Gross Weight 0.25 kg 0.55 Lbs.
0 i _3/. 7
o 0.02 008 0.06 (MPa) Leadwire Length 400 mm 15-%,
0.2 0.4 0.6 (kgf/en) Please read the page of “How to Use This Catalog” first for correct use of compressors and pumps. —
2.84 5.69 8.53 (psig)
Discharge pressure '
Current Characteristics
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2.84 5.69 853 (psig)
Discharge pressure > Removal of
micromachining chips
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